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o 

J£J (57) Abstract: The invention relates to a plastic-coated roller, especially a plastic tension roller (1) for a belt drive, comprising a 
wheel (7) having an inner ring (9) and an outer ring (10) which are interlinked by means of ribs (12) distributed across the circum- 
ference and by a center web (8). The wheel is rotatably mounted on a support element (2) via an antifriction bearing (5). The wheel 

^ (1), with its running surface (13), is supported on a belt (3) of the belt drive. Sprue points (16) for injection molding are distributed 

W across a lateral surface and the sprue points ( 16) are positioned at irregular angles. 

^ [Fortsetzung auf der ndchsten Seite] 
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Zur Erklarung der Zweibuchstaben-Codes und der anderen Ab- 
kurzungen wird auf die Erkldrungen ("Guidance Notes on Co- 
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(57) Zusammenfassung: Kunststoffummantelte Rolle, insbesondere Spannrolle (1) aus KunststofF fur einen Riementrieb, umfas- 
send ein Rad (7), das einen Innenring (9) und einen Auftenring (10) aufweist, die durch radial ausgerichtete, uberden Umfang verteilt 
angeordnete Rippen (12) sowie durch einen Mittelsteg (8) verbunde ist, wobei das Rad uber ein Walzlager (5) auf einem Tragelement 
(2) drehbar gelagert ist und das Rad (1) mil einer Laufflache (13) an einem Riemen (3) des Riementriebs abgestiitzt ist, wobei auf 
einer Seilenflache verteilt angeordnete Angusspunkte (16) fiirdie Spritzgiepfertigung vorgesehen sind und wobei die Angusspunkte 
(16) winkelmapig ungleichmapig angeordnet sind. 



